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The 3 Way Electronic Control Valve controls
the flow of Boiler Water into the shell so that
the outlet Domestic Water flowing from the
tubes will be maintained at a precise
controlled point. As set point is reached the
control valve proportionally diverts Boiler
water into the return loop and back to the

hot water boiler. The 3 Way Electronic Valve BOILER WATER OUT
fails closed by spring return and all Boiler _PD—IZ]—?\I > RETURN TO BOILER
Water is diverted into the loop LOOP
i
FLOOR DRAN L
Thermaflo
Gompany
DIGITAL TEMPERATURE | \?\IIX'IE'E;ERDE$8IIZIR_I\IIER
CONTROLLER PANEL —___| A
— LOOP
LOOP PIPING
SHELL BLOWDOWN — |BY CONTRACTOR
VALVE
—— ELECTRONIC 3 WAY DIVERTING
CONTROL VALVE
PIPE TO -
FLOOR DRAIN

BOILER WATER INLET
BOILER WATER

_%4_“7/" INLET

BUILDING
RECIRCULATION LOOP

— o)

PIPE TO
FLOOR DRAIN

_U.D—K] COLD WATER

SUPPLY

OUTLET DOMESTIC WATER
TEMPERATURE SENSOR

NOTES: 1. Contractor or Installer responsible for the exterior hookup piping, isolation valves,
strainers, and recirculation systems as shown.
2. The 3 Way Diverting Control Valve used by Thermaflo is electronic and provides
full proportional control of the boiler water into the shell. The valve fails closed on
no power, or loss of power. Fail mode diverts all boiler water back to the return
loop.
3. This is a typical hookup shown. All local codes and engineer specifications should be followed.




